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대전류 (32A)、고온대응 (125℃)、전원단자 겸 스페이서와 러그 단자

커넥터 경량화에 의해, 거꾸로 실장에 대응하며, 유연한 SMT 설계에 공헌합니다

요청에 따라 특별 사이즈도 준비되어 있습니다

*記載のない極数の対応状況についてはお問い合わせください。

대전류 (32A)、고온대응 (125℃) 전원단자 겸 스페이서, 러그 단자를
SMT와M3 (8.00mm) 나사로 간단 결합

AP-TSS10, AP-LT10

Power Connector

항목 재료 구성 첫번째 Reflow 실장 두 번째 거꾸로 실장

황동

알루미늄

낙
하

모재료
황동：비중8.5

하지 도금
니켈

도금
주석

모재료
알루미늄：비중2.8

하지 도금
니켈

도금
주석

비중
약67%Down

*높이범위, 사이즈, 전류수치에대해문의해주십시오

자세한 내용은 영업 담당자에게 문의하십시오. www.i-pex.com 
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Width (8.20 mm)

AP-LT10

AP-LT10

AP-TSS10

Width (7.00 mm)

AP-TSS10

단위 : mg

Product Specifications:

Product name AP-TSS10 / AP-LT10

Parts number and name
3782-0001 (AP-TSS10)

3571-0081-02T (AP-LT10)

Size (mm)

Height (mm)
8.00 mm (AP-TSS10)

1.00 mm (AP-LT10)

Width (mm)
Φ7.00±0.10 mm (AP-TSS10)

Φ8.20±0.10 mm (APLT-10)

Mating Type Vertical (M3 thread screw)

Plating Type Sn / Ni plating

Packing standard EMBOSS

Product Specifications: 

Amperage 32A DC

Operating Temperature -40 - 125℃

Contact resistance 1.0 mΩ Max.

https://www.i-pex.com/
https://www.i-pex.com/ko-kr


Contact your sales representative for more detailed information. www.i-pex.com 

Component Parts Details
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Contact your sales representative for more detailed information. www.i-pex.com 
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Contact your sales representative for more detailed information. www.i-pex.com 

AP-LT10
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I-PEX, MHF, CABLINE, NOVASTACK, EVAFLEX, MINIFLEX, ISH, IARPB,

responsibility for any inaccuracies or obligation to update

IASLP, ESTORQ, ISFIT, i-Fit and ZenShield are registered trademarks

changed without prior notification. I-PEX Inc. assumes no

of I-PEX Inc. Please note that the contents in the catalog might be

Information on these documents. Please be sure to read and

understand the latest "Precautions for Use" and "Instruction

responsible for any defects, damages or troubles in case

Manual" before you use our products. We shall not be

you use our products without following the precautions

for use. Please feel free to contact our sales

or more detailed information.

representatives when you use our products for any
applications that require very high reliability and

safety, or that relate to human life (ex. nuclear

power control, aerospace, transportation,

medical equipment, safety equipment etc.).

Contact your sales representative

© I-PEX Inc. 2022
All rights reserved.

www.i-pex.com

Board to 
Board

Autolocking 
FPC/FFC

FPC/FFC

Optical
Module

Micro-Coaxial
/ Discrete Cable

RF

EffectorI/O
(Input/Output)

Power

Quick chargeHigh-Power

High-Frequency High-SpeedHigh-Speed

High-DensityHigh-Density

https://www.i-pex.com/catalog-last-page
https://www.i-pex.com/catalog-last-page-inquiry
https://www.i-pex.com/products/board-board-fpc
https://www.i-pex.com/products/fpc-ffc
https://www.i-pex.com/products/fpc-ffc
https://www.i-pex.com/products/micro-coax-discrete-wire
https://www.i-pex.com/products/rf
https://www.i-pex.com/library/article/ultra-small-active-optical-module-lightpass-series
https://www.i-pex.com/products/power
https://www.i-pex.com/products/io
https://www.i-pex.com/product/es-gripper

	スライド 1
	スライド 2
	スライド 3
	スライド 4
	スライド 5
	スライド 6
	スライド 7
	スライド 8

